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Operating Range Comments Details on page 149

Curve of constant assigned power rating

Continuous operation
In observation of above listed thermal resistances
(lines 17 and 18) the maximum permissible winding
temperature will be reached during continuous
operation at 25°C ambient.
= Thermal limit.

Short term operation
The motor may be briefly overloaded (recurring).

Motor with high resistance winding

Motor with low resistance winding
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maxon Modular System Overview on page 17 - 21

Specifications

176 maxon EC motor April 2005 edition / subject to change

Stock program
Standard program
Special program (on request!)

Order Number

���powermax 30 �30 mm, brushless, 200 Watt

305013 305014 305015

Motor Data (provisional)
1 Assigned power rating W 200 200 200
2 Nominal voltage Volt 24.0 36.0 48.0
3 No load speed 1) rpm 17000 17000 17000
4 Stall torque 1) mNm 4050 3750 3780
5 Speed / torque gradient 1) rpm / mNm 4.2 4.54 4.5
6 No load current 1) mA 488 325 244
7 Terminal resistance phase to phase Ohm 0.080 0.193 0.341
8 Max. permissible speed rpm 25000 25000 25000
9 Max. continuous current at 5000 rpm 1) mA 10100 6560 4940

10 Max. continuous torque at 5000 rpm mNm 116 112 113
11 Max. efficiency 1) % 92 92 92
12 Torque constant mNm / A 13.5 20.2 26.9
13 Speed constant rpm / V 710 473 355
14 Mechanical time constant ms 1.34 1.45 1.43
15 Rotor inertia gcm2 30.4 30.4 30.4
16 Terminal inductance phase to phase mH 0.026 0.058 0.102
17 Thermal resistance housing-ambient K / W 5.7 5.7 5.7
18 Thermal resistance winding-housing K / W 0.05 0.05 0.05
19 Thermal time constant winding s 0.3 0.3 0.3
20 Thermal time constant stator s 918 918 918

1) Values determined with block commutation!

● Axial play at axial load < 8 N 0 mm
● Preloaded ball bearing

Preload strength min. 8 N
● Max. ball bearing loads

axial (dynamic) 7 N
radial (5 mm from flange) 25 N
Force for press fits
(static, shaft supported) 1200 N

● Ambient temperature range -40 ... +100°C
● Max. permissible winding temperature +155°C
● Weight of motor 270 g
● 4 pole permanent magnet
● Values listed in the table are nominal.
● Connection (Cable AWG 18)

black Motor winding 2
white Motor winding 3
red Motor winding 1
Connection (Cable AWG 26)
white / grey Hall sensor 3
green VHall 4.5 ... 24 VDC
blue GND
black / grey Hall sensor 2
red / grey Hall sensor 1
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Planetary Gearhead
�42 mm
3 - 15 Nm
Details page 225

Recommended Electronics:
DEC 70/10 page 266
DES 70/10 268
EPOS 70/10 271
MIP 100 273
Notes 17

Encoder MR
500 / 1000  CPT,
3 channels
Details page 238
Encoder HEDL 5540
500 CPT,
3 channels
Details page 246
Brake AB
�20 mm
24 VDC, 0.1 Nm
Details page 278




